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1. Petween 9 and 16 Sentenbor 1952, about. 1,900 workers vere excloved at Oranierburc 
- & 2 2 i = vu ‘ a ws 

airfield. Gravel, crushed stones and cenent continuously arrived at the field. 
Two trains with about )© cars were chserved arrivins every cacvr and beine unleaded 


25X1 at the construction susoly dum, 
The tareot date for the completion of the entire wort a he Melc was not 
25X1 oe ; 


definitely fixed because it was not yet_clear w 
done on the runway besides coneretinc. 


hich additional work + to b 


20 OM ll September, excavation was conpieted in the northern extension of the rune. 
The excavated strip was 100 meters long and 5 to LO om deep, as could be determined 
from wooden pole markings and high tension masts. A strip of about 259 meters wee 
excavated in the southern extension of the runway, .ork wag still in procress there. 


30 After 10 Seotenber, two concrete mixers were being used, At 6 pom. on 15 September, 
source observed that two strips, each 250 meters long and about 3.5 neters wide, 


were completed along the west side of the runway beginning from the north. Hetween 
the two strips there was a space which was not yet concretec but orovided with 
rails. Dump cars hauled construction material on these rails, A concrete Tiixing 
machine was also observed between the two strips. The old rursay wrich was danazed 
in many spots was being covered with a new concrete layer. Its old concrete cover 
was removed with pneumatic hammars. The northern extension of the rummy was aot 
yet concreted because the excavated strip was still to be filled with cravel, ‘The 
concreted sections of the runway vere divided by boards, about 25 ren thick and 
placed atout § meters apart, and covered with strew mats. They were continuously 
watered by groups of five women each, after seven days, the mats vere to he 
removec. After removing the boards, the conerete rectancles wore about 0 ueters 
long and 3.5 meters wide. The conerete cover was about 19 on thick. ‘he Grainarce 
ditch along the nestern side of the rumway was being filled with earth, The 
concrete slabs, which previously covered the ditch, were re:cved. 
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After 22 Sentember, work was being done in three shifts, the first 


shift lasted from 10 nom. to 6 asm, An average of |) carloads of construction 
material, such as crushed stones, gravel and cement, daily arrived at the 
construction material dum. 


After 17 September, four mixing machines were being used while ouly two 
machines were previously employed. The two additional machines were set uo 
about 1,000 meters from the northern end of the long runway. This indicates 
that concreting work was being done on two sites, At 4k pom. on 29 Septenber, 
source observed that the followinz sections at the first construction site 
were completed on the old runway beginnings at its northern end: 166 sections, 
each 6 meters long and 2,5 meters wide, i.e. a length of 996 noters; 166 
sections, each 6 meters Jona ant! 3.75 neters wide, i.c. a total Length of 

966 meters; and 50 sections, each 6 meters lone and 7 meters wide, ice. 2 
total length of 309 meters. The slabs along the western section of the renway 
vere 6 moters long and 2.5 neters wide, the other concrete strins couisisted 
of concrete slabs 6 meters lons and 3.70 ueters wide, “he following sections 
of the second construction site, about 1,050 meters south of the northorn rurvay 
end, were completed: 7l sections, each 6 neters long and 2.5 meters wide, i.e, 
a total leavth of 126 meters; and 71 panels, each G meters long and 3.75 neters 
Wide, i.e. a totel sections of 26 moters. Foards 2 com thick and 10 om wide 
were placed in the concrete cover dividing it into rectangles. Later, another 
board was added in order to form an open joint 2.5 cm wide. The conercte cover 
was from 12 to 12 om thick devending on elevations in the ground. The slow 
progress in conereting work was caused by frequent defects in the mixing 
macitines, All of the machines were old ones which had been given a new coat 

of paint, : 


tefore laying the new concrete cover on the old runway, tarred boards were laid 
on ton of the runway. Up to about 20 September, asphslted cardtoard without 

a& sand cover was used, while, about late Seotember, sand aver was used. The 
asphalted sections of the old ru;away were being covered with «lue before the 
terred board was put on top. Four pneumatic drills were still being used for 
opening damaged soots in the old asphalt and concrete cover. This work wes — 
sometimes slow and impeded concreting work, = 


sxcavating work was still in progress in the southern extensicr of the runway. 
At noon on 29 September, source observed that a strip 309 meters Lonc was 
excavated. iiost of the workers assigned there were tenmorarily wiloacing cars. 
Although the southern extension was staked off for a length of 350 meters, the 
actual extension was probably oly 300 moters lonz hecause all the workers 
were seen only along a 300-meter strip. Lxcavation work at t! 

was complete? for a length of 100 meters. 


1G nlorthorn cotber.sior 


About three foyths of the conerete drainace ditch along the western side of 


the old runmway"Wwas filled uo by 20 September, Jork was still in orogress there. 
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10. Surveying groups usually worked in the southeastern section of the ficld 
up to 23 Seotember, 


+ 
, 


11. Uorse~drawn vehicles were used for hauling construction material because 
there was a shortase of fucl at the field. 


rine 12. On 27 Septenber, 
five soviet officers wearing black epaulets got out 
of the vehicle. They insnected all construction sites at the field tovether 
£ om 


with the German construction staff on 27 September. 


13. After 11 September, work also continued after nightfall; the arca was 
filuminated. waterial was being naulec from the concrete mixers to the 
construction sites. 


ly. The lighting installations at the field were put in operation vor the first 
‘time on 11 September, since that day, work alse continued at nicht. Concreting 
‘work was in progress in the northern section of the runway, while excevating 
continued in the southern extension, 

a 

15. Five buildings which were separated by a fence from the other barracks 
installation in the Teisse Stadt settlement, south of Thacluannstrasse, were 
occupied by workers at the field, These workers usec a western entrance to 

25X11 the buildings. Air force soldiers were still quartored in the Mans Schorm School 

25X1in the “eisse Stadt settlement .? 


16. According to workers employed at the field, the old munay vas orovided with 
a concrete cover 12 to 15 om thick, A total of 12 Diesel locomotives ~ere used 
at the field. Most of them were employed in the northern section. The soil 
excavated in the southern extension of the rumvay was bein= shoveled to forn 
@ wall about 50 meters lons and 2 ueters hich just east of the southern end 
of the runway. On 2) September between 10 and lL a.n., two Soviet officers 

with man cases were observed at the field, 


17. At 4 poem. on 25 Sestember, furniture including cupboards tables and chairs ’ 
was being unloaded at the spur track near Annahof and near the hangar, A 
large number of larrels an’ large containers with an estimated capacity of 
2,090 to 3,000 liters, steel flasks and oxygen bottles were stored near the’ 
spur track. The harriers and sentry boxes at the approach roads to the field 
near Annahof and at the Velten bridge vere being renovated. However, no Soviet 
25X11 sentries were observed there, At 3 p.m. on 26 Septenber, tuairs with construction 
material including sand were being unloaded at the field near the construction 
25xX1 material sheds. From this observation, sow'ce inferred that the spur track had 
been extended as far as the material dump. About 5 p.m. on 30 bentember, | 
25X1 the Diesel locomotives and cumcars were aot in oneration and that 
only a few workers were at the field. 


16. In September 1952, asproximately the same vamber of nieces cf laundry vere 
turned in at the lawidry in Oranienburg as during the month of August 1902.2 


3 


Gomrent. The work force of about 1,000 men worked in thee shifts after 
september T1962. In spite of some technical troublas, work apparontly 
progresses to such a degree that the tarcet date for the completion of the 
runway, which is fixed on 3 December 1952, will sossibly be kowb, The exact 
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‘lengths of the northern and southern extension of the old runway have not 
been determined. From the details reportec the ratio of concrete sixture 
is 1:h, while a ratio of 1:7 was revorted from Verneuchen airfield. The 
information that the concrete cover is between 12 and 13 em thick is 
believed to be correct. Senior Lieutenant Romanyenko (fnu) was previously 
reported from Oranienburg. He was previously obssrved in connection with 
construction staff "R" in Schorfheide. “lhelminenhof which has been 
repaired was previously scheduled and hillets for the German construction 


staff. 
25X11 26| | Comment . The five buildings south of _Th feisse 
25X11 Stadt settlement vere renorted vreviously. 


25X1 


25X11 3, | Comment. This information indicates that the occupation in Sranienburyz 
8 not changed. 
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